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ACCESSORIES 


GUIDE TO CONTENTS 


PRODUCTION Drills: 4-6 


TOOLS Impact Wrench: 7 
Screwdrivers: 8 


TRADESMAN Drills: 4-6 

TOOLS Hammer Drills: 7 
Impact Wrench: 7 
Screwdrivers: 8 
Orbital Sander: 9 
Metal-Cutting Shear: 9 
Builders Saw: 10 
Jig-Sabre Saw: 11 
Reciprocating Saw: 11 
Sander-Grinders: 12 
Polisher: 12 
Heat Guns: 13 


WORKSHOP Drills: 4,5 
TOOLS Screwdriver: 8 
Orbital Sander: 9 
Belt Sander: 9 
Circular Saw: 10 
Jig-Sabre Saw: 11 


Drills, Abrasive Sheets, 
Saw Blades, Etc.: 13-15 


DAYTON LIFETIME GUARANTEE* 


All Dayton Power Tools are carefully in- 
spected, tested, and guaranteed to be free 
from defect caused by faulty material or work- 
manship. Our obligation under this guarantee 
is limited to replacing any part or parts which 
prove upon examination to have been defec- 
tive. This guarantee does not cover damage 
caused by misuse or normal wear. 

To take advantage of this guarantee, the 
complete tool must be returned to a Dayton 
Authorized Service Station or to our Factory, 
transportation charges prepaid. We will repair 
the tool without charge and return it postpaid. 

This guarantee covers the life of the tool, 
and is extended to the original owner only. 
Lifetime guarantee is void if the tool is serviced 
or repaired by other than personnel authorized 
by the Dayton Electric Mfg. Co., Chicago, 
Ill. 60648. 

(*) Exception: Accessories and Heat Guns are guar- 


anteed for one year from date of sale against de- 
fects in material or workmanship. 
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Grinding Wheels, Chucks, 


WHEN YOU BUY 
DAYTON POWER TOOLS 
YOU GET MANY 
PLUS-VALUES 


JOB - MATCHED POWER TOOLS. Three 
lines are offered—each is specifically en- 
gineered and constructed to provide full 
power performance, peak job efficiency 
and long service life. 


PRODUCTION TOOLS—For rugged, day- 
after-day continuous manufacturing or 
heavy construction uses. 


TRADESMAN TOOLS — For the _ profes- 
sional who demands reliable, efficient per- 
formance in his daily work. 


WORKSHOP TOOLS — For the home 
handyman, maintenance shop or crafts- 
man who wants an economical, general- 
purpose tool for intermittent use. 


DELIVERED HP RATINGS for most tools 
makes it easy to select the tool with ample 
job power. HP is rated at the point of drill- 
ing, sawing, etc. 


SHOCK - GUARD PROTECTION. Double- 
insulated safety guards against electric 
shock on most tools—puts you first in ad- 
vanced safety construction design. 


LIFETIME GUARANTEE against factory 
defects in material and workmanship — 
backed up by national field service repair 
stations located throughout the United 
States, and in Mexico and Canada. 


Dayton power tools shown in this 
catalog have Underwriter’s Labora- 
tories, Inc. and Canadian Standards 
Assoc. listing (except Heat Guns). 


Copyright 1969, Dayton Electric Mfg. Co., Chicago 60648 Printed in U.S.A. 


SHOCK [6] GUARD 
DOUBLE-INSULATED 


DAYTON QUALITY CONSTRUCTION MERITS COMPARISON 


You Get These Important Construction Features in Dayton Power Tools: 


FY pous.e-insuLATED PROTECTION. All live 


parts in Dayton Shock-Guard power tools are 
surrounded with a two-layer insulation system 
approved for use without grounding by UL and 
the National Electrical Code. This advanced sys- 
tem provides added safety against electric shock 
and eliminates the need for adapters and 3-wire 
extension cords. 


BURNOUT PROTECTED MOTORS. Tools have 
115V, 25/60 Cy., AC/DC motors wound with 
high-temperature resistant, insulated magnet 
wire to protect against burnout. In addition: 
commutator leads are welded to stay in place; 
armatures are dynamically and statically bal- 
anced for smooth, vibration-free operation; and 
high-velocity cooling systems permit motor to 
operate cooler, even during prolonged use. As 
a result, all Dayton motors withstand high over- 
loads and hard, continuous use. 


DOUBLE-LIFE BRUSHES on most models. If 
brushes wear out on the job, turn them over and 
Operating life is renewed. Automatic safety stop 
prevents brushes from wearing down to brush 
holder and damaging commutator. 


DOUBLE-POLE AC/DC TRIGGER SWITCH on 
most models. Tested to withstand over 100,000 
cycles for extra-long service life. 


LONG LIFE GEARS. Precision-shaved from high 
quality alloy steel and heat treated for extra 
strength and toughness. Helical, spur or bevel 
gears are used—depending on whether the tool 
is designed for continuous-duty applications or 
less demanding work. 


PRECISION-MADE BEARINGS. High strength, 
top quality bearings go into every Dayton power 
tool. At points of critical load and stress, most 
Production Tools employ all ball bearings; 
Tradesman Tools, ball and roller bearings; and 
Workshop Tools, ball thrust and oil impregnated 
bronze bearings. 


STACK HOUSING CONSTRUCTION provides 
true and exact alignment of all working parts 
for maximum tool performance—not possible 
in most conventional 2-piece split housings. 
Most housings are made of high-strength Lexan® 
—a lightweight, shatterproof and non-conduc- 
tive material. 
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1/4” ELECTRIC DRILLS 


THERE IS A DAYTON DRILL 
TO MEET YOUR SPECIFIC NEED 


SHOCK (©) GUARD 
DOUBLE INSULATED DELIVERED HP RATINGS at the 


chuck tell the full power story. 


VERSATILE JOB PERFORMANCE 


PRODUCTION DRILL 
Model 22400 Single Speed 


SHOCK (3) GUARD CUTTING 

DOUBLE INSULATED SANDING HOLES DRIVING & | 
IN METAL — REMOVING | 

SCREWS 


BUFFING 


1/4” PRODUCTION DRILL 

MODEL 2Z400, SINGLE SPEED 
Ruggedly built with ball bearings throughout and precision- 
shaved helical gears for smooth, efficient operation and maxi- 
mum operating life in continuous-duty production and heavy 
construction applications. Burnout-resistant 3.0 amp motor 
delivers a full 1/3 HP to the chuck and work. 


TRADESMAN DRILLS 
Model 2Z390 Variable Speed ” 

Model 22389 Single Speed 1/4” TRADESMAN DRILLS 

MODEL 2Z390, VARIABLE SPEED 
: MODEL 2Z389, SINGLE SPEED 

SHOCK [G] GUARD Dependable drills for the electrician, plumber, heating and air 
ebtledadecca fash conditioning installer and others who work with different types 
of materials under varying conditions every day on the job. 
High-temperature protected 2.7 amp, 1/4 HP motors deliver 
3 times more torque than comparable workshop models. Vari- 
able speed model performs a wide range of jobs and drills in 
metal, wood, plastics or any other material—even glass. 


1/4” WORKSHOP DRILLS 

MODEL 2Z394, VARIABLE SPEED 

MODEL 22393, SINGLE SPEED 
WORKSHOP DRILLS Moderately priced for the home repair and workshop enthu- 
Model 22394 Variable Speed siast with top-value construction features not found in com- 
Model 2Z393 Single Speed petitive models. Variable speed model provides the torque 
control for handling practically any drilling job encountered 
by the handyman. 


COMPARATIVE SPECIFICATIONS FOR 1/4” DRILLS 


Model Capacities RPM Motor Delivered Cord Overall Wt. 

No. Speed Steel Hardwood No Load Full Load Amps* HP Bearings (18 Ga.) Length Net Shpg. 
2Z400 Single y," yy" 1900 1150 3.0 Ww Ball Bearings 10 ft. 9%," 3% 4% 
2Z390 Variable yy" yn" 0-2200 1600 Zh iy Ball & Roller 10 ft. By," 2% 4 
2Z389 Single uy" yy" 2200 1600 24 a7 Ball & Roller 10 ft. 8Y," 234 4 
2Z394 Variable y" yy" 0-2250 1500 2.5 K Bronzet 6 ft. By" 25% 4 
2Z393 Single y," yy" 2250 1500 2:5 XK Bronzet 6 ft. BY," 25%, 4 


(*) 115V, 25/60 Cy., AC/DC. (4) Also has ball thrust. Note: All models are UL and CSA listed. 
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SHOCK [6] GUARD 


DOUBLE-INSULATED 


E\A 


FINGER-TIP SPEED CONTROL, 
available on many models, pro- 
vides variable forward speeds 
from 0 to top RPM—or variable 
speed in either forward or 
reverse. 


BREAK-RESISTANT LEXAN® 
HANDLES feel cooler in sum- 
mer and warmer in winter. 


DRILLING 
MATERIALS 


3/8” PRODUCTION DRILL 
MODEL 22401, SINGLE SPEED 


Recommended for continuous-duty production and heavy con- 
struction drilling. Heavy-duty ball bearings and precision- 
shaved helical gears for smooth, trouble-free service life. 
Powerful burnout-resistant 3.0 amp motor delivers a full 1/3 
HP to the chuck and work. 


3/8” TRADESMAN DRILLS 


MODEL 2Z392, DRIVER-DRILL 

VARIABLE SPEED REVERSIBLE 

MODEL 2Z391, SINGLE SPEED 
The amazing Driver-Drill, Model 2Z392, combines variable 
speed with reverse drive to give plumbers, electricians and 
other skilled craftsmen unmatched versatility in a single 
power tool. Use for drilling in practically any material, as a 
screwdriver for driving and fastening—or with conventional 
drill accessories for tapping, sanding, polishing, etc. Both 
tools have burnout-resistant motors that deliver a full 1/4 HP 
to the chuck and work. 


3/8” WORKSHOP DRILLS 

MODEL 2Z396, VARIABLE SPEED 

MODEL 2Z395, SINGLE SPEED 
Lightweight and compact with plenty of power for drilling in 
the most commonly used materials and performing other 
operations encountered by the home workshop enthusiast. 
Variable speed model provides torque control from a dead 
stop to the maximum speed. 


3/8” ELECTRIC DRILLS 


PRODUCTION DRILL 
Model 2Z401 Single Speed 


TRADESMAN DRILLS 
Model 2Z392 Driver-Drill 
Model 2Z391 Single Speed 


SHOCK [©] GUARD 
DOUBLE-INSULATED 


WORKSHOP DRILLS 
Model 2Z396 Variable Speed 
Model 2Z395 Single Speed 


COMPARATIVE SPECIFICATIONS FOR 3/8” DRILLS 


Model Capacities RPM 

No. Speed Steel Hardwood No Load Full Load 
2Z401 Single x" ¥," 1000 700 
2Z392 Variable 3" %," 0-1000 740 
2Z391 Single 3" %," 1000 760 
22396 Variable ¥" 34" 0-1000 740 
2Z395 Single ¥" ¥," 1000 760 


(*) 115V, 25/60 Cy., AC/DC. (4) Also has ball thrust. 


Motor Delivered Cord Overall Wt. 
Amps* P Bearings (18 Ga.) Length Net Shpg. 
3.0 i, Ball Bearings 10 ft. 104" 3% 54% 
2:2 "% Ball & Roller 10 ft. 8," 2%, 4 
2.7 y Ball & Roller 10 ft. 8Y" 25%, 4 
25 74 Bronzet 6 ft. 8Y," 25% 4 
25 74 Bronzet 6 ft. 8y," 23% 4 


Note: All models are UL and CSA listed. 
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1/2” & 3/4” ELECTRIC DRILLS 
¥ 


1/2” PRODUCTION DRILLS 
Model 2Z298 Reversible 
Model 22297 Non-Reversible 


1/2” TRADESMAN DRILLS 
Model 2Z399 Reversible 
Model 2Z398 Non-Reversible 


3/4” TRADESMAN DRILL 
Model 2Z402 Reversible 


Removable 
auxiliary 
handle 


Reversing models 
deliver full power 

in both directions— 
assure easy back-out 
of drill bit 


Delivered HP is 
rated at chuck 


Handle can be posi- 
tioned vertically or 
horizontally—and 
removed for close- 
quarter work 


1/2” PRODUCTION DRILLS 
MODEL 22298, SINGLE SPEED REVERSIBLE 
MODEL 22297, SINGLE SPEED 


Built for the professional tradesman and others who demand 
long, trouble-free service life from a drill that is put to the 
test day-after-day under severe work loads. Burnout-protected, 
5.0 amp motors deliver a powerful 1/2 HP to the chuck and 
work for continuous drilling in concrete, masonry, steel and 
other tough materials. Both models are double-insulated for 
extra protection against electric shock. 10 ft. 18-2S cord set. 


1/2” TRADESMAN DRILLS 
MODEL 22399, SINGLE SPEED REVERSIBLE 
MODEL 22398, SINGLE SPEED 


Combines rugged, big-capacity construction with power-to- 
spare for taking on those tough construction or installation 
jobs that require drilling in masonry, hardwood, steel, etc. 
High-temperature protected 5.0 amp motors deliver a full 
1/3 HP to the chuck and work. Model 2Z399 has a con- 
veniently located reversing switch and delivers top power 
whether operating in forward or reverse. Has 7 ft. 18-3SJ 
cord set. 


3/4” TRADESMAN DRILL 
MODEL 22402, SINGLE SPEED REVERSIBLE 


Designed for the most severe types of heavy-duty drilling— 
deep boring in support timbers or drilling up to 3/4” dia. in 
steel. Tremendous power is generated from 10 amp, high- 
temperature protected motor that delivers 1% HP to the 
chuck and work. Equipped with rear handle that swivels 360° 
for positioning at any angle, and top-mounted pipe handle. 
Has 10 ft. 16-3S cord set. 


COMPARATIVE SPECIFICATIONS FOR 1/2 AND 3/4” DRILLS 


Model Capacities RPM Motor Delivered Overall Wt. 

No. TYPE Steel Hardwood NoLoad FullLoad Amps.* HP Bearings Cord Length Net Shpg. 
2Z298 Reversible yn" 1y," 450 320 5.0 1/2 Ball & Roller 10 Ft 1644" 72 11% 
2Z297 Non-Rev. y," 1y," 450 320 5:0 1/2 Ball & Roller 10 Ft. 16%" 7 11% 
2Z399 Reversible YN" 1¥," 450 320 5.0 1/3 Bronzet 7 Ft. 1434" 8 10 
2Z398 Non-Rev. y," 1y," 450 320 5.0 L/s Bronzet 7 Ft. 14%," 8 10 
2Z402 Reversible x," 2y," 450 300 10.0 1% Ball & Roller 10 Ft 17%," 18 Fat 


(*) 115V, 25/60 Cy:, AC/DC.- (t) Also has ball thrust. 
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Note: All models are UL and CSA listed. 


SHOCK [G] GUARD 


DOUBLE-INSULATED 


High strength cam 
and roller mech- 
anism gives three 
times more life 
than competitive 
designs. 


TRADESMAN HAMMER DRILLS 


MODEL 22403, 1/2”, 8000 BLOWS/MIN. 
MODEL 22404, 3/4”. 6000 BLOWS/MIN. 


Built for day-after-day use by builders, tradesmen and others 
who work with concrete, masonry, tile, porcelain, etc.—and 
converts for regular drilling in steel or wood with simple twist 
of selector ring. These dual action tools hammer drill or drill up 
to %”—see capacities in table at right. Provides three times 
the service life of competitive models because hammer blows 
never touch the cam rollers. Instead, a rugged anvil absorbs 
impact. Ball and roller bearings. Has 10 ft. 18-2SJ cord set, 
and adjustable depth bar. 


1/2” PRODUCTION IMPACT WRENCH 
MODEL 22406, REVERSIBLE, 2000 IMPACTS/MIN. 

Rated for continuous, heavy-duty bolt and nut driving or re- 
moving jobs. Built with ball bearings, plus an extra heavy-duty 
anvil for maximum service life. High performance, 115V, 25/60 
Cy., AC/DC motor powers ¥%2” square drive at 1900 RPM with 
no load. Fastens and removes up to %” dia. bolts, or drills up 
to %2” in steel with appropriate chuck. Has 25 ft. 18-2S cord 
set. UL and CSA listed. Net wt. 7 Ibs. Shpg. wt. 10 Ibs. 


1/2” TRADESMAN IMPACT WRENCH 


MODEL 22405, REVERSIBLE, 2000 IMPACTS/MIN. 
Designed for mechanics, maintenance men and others who 
require an impact wrench for daily intermittent use. Has same 
fastening and drilling capacity, and many of the outstanding 
construction features as production wrench model above. 10 
ft. 18-2SJ cord set. UL and CSA listed. Net wt. 6% Ibs. Shpg. 
wt. 9% Ibs. 


Up to 130 ft.-lbs. of 
driving torque, forward 
or reverse. Delivers 
2000 impacts per minute. 


ELECTRIC HAMMER DRILLS 


3/4” HAMMER DRILL 
MODEL 22404 


 \ia 
em 


1/2” HAMMER DRILL 
MODEL 22403 


HAMMERING and DRILLING CAPACITIES 


Model HAMMERING—With Percussion Drills DRILLING 
No. Brick Concrete Tile Porcelain Steel Wood 
2 Z403 yn" yn" 3%" 3" yn x," 
2Z404 3A" x" yj," yn" yn" 1 
COMPARATIVE SPECIFICATIONS 
Model RPM Blows/ Motor Delivered Overall Wt. 
No. NoLoad FulllLoad Minute Amps.* HP Length Net Shpg. 
2Z403 1900 1150 8000 3.0 1/3 13% 5% 6 
2Z404 1500 860 6000 5.0 1/2 19°. ‘9%.. 13 


(*) 115V, 25/60 Cy., AC/DC. Note: Both models are UL and CSA listed. 


1/2” IMPACT WRENCHES 


PRODUCTION WRENCH 
Model 22406 c 


TRADESMAN WRENCH 
Model 22405 
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ELECTRIC SCREWDRIVERS 


PRODUCTION DRIVER SHOCK [6] GUARD 
ADJUSTABLE CLUTCH 
Model 22409 


DOUBLE-INSULATED 


SHOCK [G) GUARD 


DOUBLE-INSULATED 


TRADESMAN DRIVER-DRILL 
Model 22407 


SHOCK [©] GUARD 


DOUBLE-INSULATED 


TRADESMAN DRYWALL-DRIVER 
Model 22408 


WORKSHOP DRIVER 
Model 22218 


EASY-TO-SET CLUTCH ADJUSTMENT 


Torque or driving 
power adjusts from 
5 to 70 in.-lbs. by 
lining up end of 
tension spring with 
appropriate number 
on adjusting ring. 
Clutch disengages 
automatically as 
pre-set tension is 
reached. 


PRODUCTION DRIVER 
ADJUSTABLE CLUTCH 
Model 22410 


PRODUCTION DRIVERS 
MODEL 22410, HANGER-TYPE, 800 RPM 
MODEL 22409, PISTOL-GRIP, 1600 RPM 


Reversible, adjustable clutch drivers facilitate precision- 
assembly on jobs ranging from delicate eyeglass frames to 
fastening %4” machine screws in metal castings. Hanger-Type 
Driver has all ball bearing construction, 1.7 amp motor (AC 
only) with 7 ft. 18-3 SJO coiled cord. Pistol-Grip Driver has 
ball and roller bearings, 2.5 amp motor with 10 ft. 18-2S cord 
set and two position side handle. Both models come with bits 
and finders for No. 6, 8 & 10 slotted screws. 


TRADESMAN DRIVER-DRILL 
MODEL 22407, 275 RPM 


Reversible, powerful 3%” drill geared down to 275 RPM for 
high-torque work, or remove ¥%” chuck and insert 4” hex bit 
for use as a driver to set or remove up to %” machine screws 
and 3” No. 14 wood screws. Has 10 ft. 18-2S cord set, and 
two-position side handle. Chuck included; also bits and finders 
for No. 8, 10 & 12 screws. 


TRADESMAN DRYWALL-DRIVER 
MODEL 22408, 2200 RPM 


Built for fast installation of drywall with professional results. 
Adjustable stop-depth nosepiece prevents surface damage to 
wallboard. Uses %” hex-shank tip-bits (No. 2 Phillips included) 
for driving or removing up to %4” machine screws or 2” long 
No. 10 wood screws. Positive clutch engages as pressure is 
applied, releases when pressure is withdrawn. Has 10 ft. 18- 
2SJ cord set. (See Page 14 for Nosepiece Conversion Kit for 
use with sheet metal screws.) 


WORKSHOP DRIVER 
MODEL 22218, 325 RPM 


Reversible, economical driver for home remodeling and light- 
duty professional use. Drives and removes No. 4 through No. 
12 slotted, hex or Phillips head screws in sheet metal and 
hardest woods. Clutch engages as pressure is applied to drive 
screws, releases as pressure is withdrawn. Has 6 ft. 18-3ST 
cord set. Three %4” bits included—one for Phillips and two 
for slotted screws. 


COMPARATIVE SPECIFICATIONS FOR SCREWDRIVERS 


Model Drive Screw Capacities No Load Motor Overall Weight 

No. TYPE Chuck Machine Wood RPM Amps.* Bearings Length Net Shpg. 
2Z410 Production, Hanger 4” Hex yy" No. 12, 144" 800 LZ Ball Bearings 105" 4%, 6 
2Z409 Production, Pistol YA" Hex y," No. 10, 114” 1600 2.5: Ball & Roller 124" 4% 64% 
2Z407  Driver-Drill A" Hext y," No. 14, 3” 275 2.0 Bronze# gy" 3% 5% 
2Z408 __—_— Drywall-Driver 1%" Hex yy" No. 10, 2” 2200 2.0 Ball & Roller 13? 3% 5 
2Z218 Workshop 1%" Hex yy" No. 12, 3” 325 3.0 Bronze By," 2% 3% 


(*) 115V, 25/60 Cy., AC/DC (except Model 2Z410 which is AC only). Note: All models are UL and CSA listed. 
(t) Chuck included for drilling up to ¥%" in steel, #4" in hardwood. 


(#) Also has ball thrust. 


PAGE 8 


ORBITAL ELECTRIC SANDERS 


SHOCK [0] GUARD 


DOUBLE-INSULATED 


TRADESMAN SANDER 
 - a Model 22417 


SHOCK [6] GUARD 
DOUBLE-INSULATED 


ee 


Sands twice-as-fast as com- Neoprene pad is impervious to 
petitive models with no swirl water, holds 3% x 9” abrasive 
marks on finished work sheets 


MODEL 22417, TRADESMAN SANDER, 
10,500 ORBITS/MIN. 


Sands pe Ket joints and gives a fine, professional finish to fur- 
niture, cabinets, etc. Also used for wet sanding to remove old 
paint from auto bodies and other metal surfaces. Powerful 1/4 WORKSHOP SANDER 
HP, 2.5 amp, 115V, 25/60 Cy., AC/DC motor. Ball and roller Model 22416 
bearings provide long life, smooth operation. Up-front ‘‘T’”’ 

handle adjusts to operator’s liking. 10 ft. 18-2S cord set. UL 

and CSA listed. Net wt. 3% Ibs. Shpg. wt. 4% Ibs. 


MODEL 22416, WORKSHOP SANDER, 
10,000 ORBITS/ MIN. 


A versatile, dependable sander for home workshop applica- SHOCK [G) GUARD 
tions. Does professional-quality finishing—with fast results. Al Ae EASE 


Powered by 1.8 amp, 1/5 HP, 115V, 25/60 Cy., AC/DC motor. 
Ball and sleeve bearing construction. 6 ft. 18-2SJ cord set. 
UL and CSA listed. Net wt. 3% ibs. Shpg. wt. 4 Ibs. 


METAL-CUTTING SHEAR WORKSHOP BELT SANDER 


WORKSHOP SANDER 
Model 22132 


TRADESMAN SHEAR 
Model 22418 


Delivers 3750 scissors- 
like strokes per minute 
for shearing up to 16 


ga. steel at the rate of MODEL 221 32, 1400 FPM 
16 ft. per minute. Has 20 sq. in. sanding surface that finishes work with no ripples, 


q ridges or gouges—and does it fast. Powerful 1 HP, 8.0 amp, 115V, 
A labor-saving professional cutting tool for sheet metal 25/60 Cy., AC/DC motor drives 4 x 2134” sanding belt at 1400 


shops, heating and air conditioning duct installers, fabri- feet per minute, with no load. Flush-side design permits sanding 
cators, etc. Blade depth and clearance adjustable. Offset up to vertical surfaces. Built-in blower keeps work area dust 
shoe assures perfectly straight cuts or precise circular free. Quick-release belt tensioning mechanism permits easy belt 
patterns. Has power-plus 4.0 amp, 115V, 25/60 Cy., AC/ change. Gear-type drive mechanism with spherical bronze bear- 
DC motor, ball and roller bearing construction. 10 ft. ings. Die-cast aluminum housing 12% L x 7% H x 5%” W. Has 
18-3SJ cord set. Two sets of cutting blades included front knob, pistol-grip rear handle and lock-on push button switch. 
(replacement blade set No. 2Z445 available). 10%,” long. One 60-grit belt included. 6 ft., 18-3SJ cord set. UL and CSA 
UL and CSA listed. Net wt. 834 Ibs. Shpg. wt. 10 Ibs. listed. Net wt. 11 Ibs. Shpg. wt. 14 Ibs. 
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7% & 8%” BUILDERS SAWS 


SHOCK [G] GUARD 
DOUBLE-INSULATED 


Straight cuts Variable Angle cuts 
with rip guide depth cuts up to 45° 


SHATTERPROOF, NON- 


HIGH-VELOCITY COOLING SYSTEM KEEPS CONDUCTIVE HANDLE =——HIGH-TEMPERATURE. INSULATED 
MOTOR COOL THROUGH HOURS OF USE MAGNET WIRE PROTECTS MOTOR 
AGAINST BURNOUT DURING OVERLOAD 
AND ROUGH TREATMENT 


SAWDUST CHUTE THROWS 
SAWDUST AWAY FROM 
CUTTING LINE AND 


BUILT-IN BLADE CHANGING 
OPERATOR STAND 


A > DEPTH ADJUSTER MAINTAINS 
ALLOWS ‘BLADE TO SLIP a j DN _ PROPER SAW BALANCE AT 
BEFORE IT STALLS OR a ALL DEPTH SETTINGS 


CAUSES KICK-BACK 


UNDERCUT MOTOR 

HOUSING ALLOWS 42” 
CLEARANCE FOR USE 
WITH STRAIGHT EDGE 


SEE-THROUGH TELESCOPING 
GUARD PROTECTS OPERATOR 
AND KEEPS CUTTING LINE 
VISIBLE 


LARGE-SIZE ANGLE 
ADJUSTER MAKES MITRE 
SETTINGS EASIER, NO 
HIGH-STRENGTH MATTER WHAT CUTTING 
STEEL SHOE ANGLE IS DESIRED 


FREE-SWING SAFETY GUARD PY 


MODEL 22414, 744”, 23%” depth of cut 
MODEL 22415, 8%”, 2%” depth of cut 
Built and powered to take the rough, on-the-job treatment that tures (above) that make it first choice of professionals every- 


carpenters and others demand in a full-service, continuous __ where. Has 6 ft. 16-2S cord set. Blade wrench included. Rip 
use saw. Delivers 2 HP of cutting power. Has 12 built-in fea- | guide, Model No. 22448, available as an accessory. 


COMPARATIVE SPECIFICATIONS FOR BUILDERS SAWS 
Model Blade Depth of Cut No Load Motor Delivered Weight 
No. RPM Amps.* HP 


Diameter At 90° At 45° Bearings Net Shpg. 
2Z414 7" 2%" 2 5500 12.0 2 Ball Bearings 13 18 
2Z415 By" 2%" 2%" 5500 13.0 2 Ball Bearings 14 19 


(*) 115V, 25/60 Cy., AC/DC. Note: Both models are UL and CSA listed. 


MODEL 22413, 7%”, 2%” depth of cut 


Popular with home workshop enthusiasts and many profes- 
sional users. Powerful 10 amp, 1¥%3 HP, 115V, 25/60 Cy., AC/ 
DC motor delivers 5500 RPM for cutting dressed lumber up to 
2%” deep at 90° and 11%,” with shoe tilted to 45°. 


Other important features include: Precision-positioned han- 
dle (shatter-proof and non-conductive) to give perfect tool 
balance; stall-proof drive that allows blade to slip before it 
stalls or causes kick-back; free-swinging blade guard; con- 
Model 22413 venient ejection chute that keeps sawdust off of cutting line 
and away from operator. Has 6 ft. 18-2SJ cord set. Rip guide 


with built-in blade changing wrench is included. UL and CSA 
7%” WORKSHOP CIRCULAR SAW listed. Net wt. 12 Ibs. Shpg. wt. 14 Ibs. 


SHOCK [G) GUARD 
DOUBLEJNSULATED 
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JIG/SABRE ELECTRIC SAWS 


SHOCK [6] GUARD 
DOUBLE INSULATED 


Shoe tilts 45° either 
side for mitre cutting, 


reverses for flush SHOCK [G) GUARD 
cutting. Also designed DOUBLE INSULATED 


for pocket and plunge 
cutting, and splinter- 
free cutting of plywood. 


TRADESMAN SAW 
Model 22412 


Angled blade design clears chips 
efficiently, speeds up cutting. Blade 
rotates 90° for close-quarter work. 


TRADESMAN JIG/SABRE SAW 

MODEL 22412, 3000 1/2” STROKES/MINUTE 
A fast-working, dependable saw for tradesman, servicemen, 
industrial maintenance shops, etc. Powerful 2.7 amp, 1/4 HP, 
115V, 25/60 Cy., AC/DC motor with ball and roller bearings for 
long, trouble-free service life. Has 10 ft. 18-2S cord set. UL and 
CSA listed. Net wt. 334 Ibs. Shpg. wt. 4% Ibs. 


SHOCK (5) GUARD | 
DOUBLE-INSULATED 


WORKSHOP SAW 
Model 22411 


WORKSHOP JIG/SABRE SAW 

MODEL 22411, 3200 1/2” STROKES/MINUTE 
Moderately priced, lightweight tool handles practically any 
sawing job around the home. High-performance 2.5 amp, 1/5 
HP, 115V, 25/60 Cy., AC/DC motor provides plenty of cutting 
power. Long-life oil-impregnated bronze bearings. Has 6 ft., 
18-2SJ cord set. UL, CSA listed. Net wt. 334 Ibs.; shpg., 4 Ibs. 


TRADESMAN RECIPROCATING SAW KIT 

MODEL 2Z303, 2500 5/8” STROKES/MINUTE 
Complete Kit includes an exceptionally versatile saw for fast 
cutting of virtually any material encountered by the profes- ; RECIPROCATING SAW KIT 
sional tradesman—and for making fast work of pocket and 
plunge cut-outs to accommodate outlet boxes, ducts and reg- 
isters in residential and commercial construction work. Saw 
has these outstanding features: Vibration-free drive (there are 
only three moving parts). Directed air flow that quickly clears 
chips. Big 5 amp., 115V, 25/60 Cy., AC/DC, burnout-protected 
motor that delivers a full 1/2 HP of cutting power. Ball and 
roller bearing construction for maximum trouble-free service 
life. Rugged die-cast aluminum housing with vinyl cover on 
nosepiece for better grip. Has 10 ft. 18-2S cord set. Overall 
length 17%”, height 4”. UL and CSA listed. Saw wt. 7 Ibs. 
Shpg. wt. 19 Ibs. 


Model 2Z303 


SHOCK [G] GUARD 
DOUBLE-INSULATED 


Kit includes recipro- 
cating saw, heavy steel 
carrying case, 

9 assorted saw blades, 
tube of lubricant and 
blade wrench. 


For cutting pipe, 
metal, plywood, 
Masonite, 
plasterboard, etc. 
Also makes 
pocket and 
plunge cuts. 
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7” SANDER/GRINDERS 


TRADESMAN 
SANDER/GRINDER 
Model 22419 


TRADESMAN SANDER/GRINDER 
Model 22420 


Safety guard and grinding wheel are optional. See opposite page. 


7” ELECTRIC POLISHER 


TRADESMAN POLISHER 
Model 2Z302 
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For extra-long service life, spiral 
bevel gears are made from high- 
quality heat treated alloy steel— 
and spindle is mounted on ball 
bearings. 


MODEL 22419, VERTICAL TYPE, 5000 RPM 
MODEL 22420, HORIZONTAL TYPE, 5500 RPM 


These professional - duty, top - performance sander/grinders 
handle virtually every kind of surface-finishing job. Supplied 
with a 7” flexible pad to accommodate abrasive discs for 
handling all types of sanding work, even on jobs where difficult 
contours and confined areas are encountered. With 7” grinding 
wheels or 5” cup wheels, tool smooths welds, casting ridges 
and does other grinding jobs—removing bolts, rivets, etc. With 
wire brush, removes paint, rust and scale fast—gives metal 
parts a clean, new look. 

Both models feature 1% HP, 7 amp 115V, AC/DC 25/60 Cy., 
burnout-protected motors with epoxy encapsulated field coils 
to protect against abrasive dust. Ball bearing construction for 
maximum operating life; instant release switch for extra safety; 
and two-position side handle. Has 10 ft. 18-3S cord set. 


COMPARATIVE SPECIFICATIONS 


Model Wheel Overall Wt. 

No. Size Type Length Net Shpg. 
2Z419 iil Vertical 10%" 7% 12 
2Z420 7 Horizontal 16" 9% 13 


Note: Both models are UL and CSA listed. 


MODEL 2Z302, HORIZONTAL TYPE, 2600 RPM 


Heavy-duty, all-purpose 2600 RPM polisher ideal for acrylic 
finishes and high-lustre polishes. 7” flexible pad with wool 
bonnet speeds polishing and buffing on car finishes, equip- 
ment, furniture, etc.—even on difficult contours. Balanced de- 
sign and two-position front handle for easy handling. Powerful 
1% HP, 7 amp, 115V, 25/60 Cy., AC/DC motor with epoxy 
encapsulated field coils 
to protect motor from 
abrasive compounds. 
Ball bearing construction 
for long service life. Die- 
cast aluminum housing 
with shatterproof Lexan® 
handle that feels cool 
in summer and warm in 
winter. Instant release 
switch. 25 ft. 18-2S cord 
set. UL and CSA listed. 
Net wt. 9% Ibs. Shpg. 
wt. 13 Ibs. 


MODEL 22387, 300 to 500°F. 
MODEL 2Z045, 500 to 750°F. 
MODEL 22046, 750 to 1000°F. 


Makes fast work of softening vinyl floor tile and pipe, drying 
paint, thawing pipes—and doing a multitude of other jobs, 
including intermittent production work. All models have de- 
pendable 115V, 60 Cy. motors and deliver quick, safe flame- 
less heat at 3000 FPM velocity and 35 CFM volume. Equipped 
with adjustable air intake louvers for matching temperature 
to work requirements, plus 3-position switch for heat-off-cool 
air. Detachable stand included. 


Model Rated Heat Element Shpg. 
No. Range Max. Amps. Cord Wt 
2Z387 300— 500°F. 10 8 Ft., 16-3S 6 Ibs. 
2Z045 500— 750°F. 14 8 Ft., 16-3S 6 lbs. 
2Z046 750—1000°F. 20 8 Ft., 14-3S 6 lbs. 


REPLACEMENT HEAT ELEMENTS: No. 2Z388—300-500° F.; 
No. 2Z074—500-750° F.; No. 2Z075—750-1000° F. 


MODEL 4X856, TAPPING ATTACHMENT 
Fits Any Drill. Up to 5/16” Dia. Tap Capacity. Reversible 


Attaches to spindle or chuck 
of any portable power drill. 
Multiplies drill power almost 
7 times, provides torque to 
drive and remove taps up to 
%,” diameter. Easy opera- 
tion: hold front section to 
drive tap, hold rear section 
to reverse drive and back 
out tap. Planetary gear de- 
sign and rugged die-cast 
aluminum housing gives long,dependable service life. Kit 
includes tapping attachment, 5 collets (6, 8, 10, 4% and %%”), 
spindle adapter, chuck adapter, wrench pin, bushing wrench. 
Shpg. wt. 2 Ibs. 


MODEL 2X958, SCREWDRIVER ATTACHMENT 


Fits Any Drill. Reversible. Drives & Removes Screws, Etc. 


A rugged, professional-duty 
tool for converting any drill 
to a driver. 7 to 1 planetary 
gear ratio multiplies torque, 
provides power to handle 
virtually any fastening job. 
Includes bits for slotted and 
No. 2 Phillips screws, 4” 
sq. socket drive adapter and 
wrench pin. Unit can be 
fitted with %2” chuck for do- 
ing heavy-duty drilling work. 
Shpg. wt. 1% Ibs. 


ELECTRONIC SPEED CONTROL 


Varies Motor Speed, Maintains Full Torque. For AC/DC Motors 


Makes portable power tools 
do more jobs with less 
wear by reducing speed 
electronically without reduc- 
ing torque. Used with drills, 
saws, sanders—or any other 
power equipment driven by 
Universal AC/DC brush-type 
motor. Has an infinite range 
of speed settings from 0 to 
full RPM of tool — plus 
“Slo-Blo” safety fuse, on/off 
switch, female receptacle 
for 3-prong plug, and 6 ft. 
3-cond. AC cord. Clips to 
belt or mounts on wall. 


o 


5 and 10 amp models. 


Clip to belt |i Amp. Stock Shpe. 

oe ea 8 We. Rating No. Wt” 

WS RA 5 4x599._—«d1‘Ib.. 
10 4X701_ 1% lbs. 


TRADESMAN 115V HEAT GUNS 


ACCESSORIES FOR SANDER/GRINDERS 


7” GRINDING WHEELS 


Fits all 7” grinders with %”- 
11 thread. Change wheels 
twice-as-fast. No adapters 
or special tools needed. 
Metal wheel is alum. oxide; 
masonry, silicone carbide. 


if Model Shpg. 
wheel No. Wee 
Metal 4X889 1 Ib. 
Masonry 4X890 1 Ib. 


5” CUP WHEELS 


Fits all 7” grinders with 
standard 5%”-11 thread. No 
adapters or special tools 
required. Metal wheel is 
aluminum oxide; masonry 
wheel, silicone carbide. 


Type Model a al 
Wheel No. it. 
Metal 4X891 2¥lbs. 


Masonry 4X892 2%2\lbs. 


MODEL 22444, SAFETY GUARD 
Includes guard and clamp for Model 2Z420 horizontal sander/ 


grinder. Shpg. wt. 2 Ibs. 


MODEL 22331, 7%” WOOL POLISHING PAD 
Made of heavy-duty 1” thick pile with woven duck backing 
and %” center hole. Fastens to flexible backing pad on Dayton 
Model 2Z302 7” polisher, and similar makes. Shpg. wt. 8 oz. 


GEARED CHUCK 
For 1/4 - 1/2” Drills 


Precision-built with critical 
parts made of hardened 
alloy steel for long service 
life. Chucks have industrial 
standard through-holes for 
mounting on single-direction 
or reversible drills. Fit all 
drills with spindles having 
mounting threads shown: 


Capacity Mount. Thread Model No. Shpg. Wt. 
o—¥," Ye—24 2X929 Y% |b. 
Yo—3e" %y—24 2X930 Y Ib. 
He—Y2" Ay—24 4X861 1 Ib. 
Sa—Y." %—20 4X860 ll ib; 
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SELF-STARTING, HIGH-SPEED DRILLS 
Industrial Grade. Jobber Length. Sets or Individual Sizes 


5-Pc. Set 


13-Pc. Set 


21-Pc. Set 


15-Pc. Set Indiv. 


Molybdenum-tungsten high speed steel, hardened and tem- 
pered for max. service life, and precision ground for accu- 
racy. Drills have black oxide flutes with polished margins 
—plus 118° split points for instant drilling on contact with- 
out center punching. Drill sets are supplied in folding metal 
case (except for 5-pc. set in pouch) with size and decimal 
equivalent shown. Individual drills in reusable pouches. 


HIGH-SPEED DRILL SETS—JOBBER LENGTH * 


No. Drills 
In Set 


5 
13 
21 
15 


Diameters 


Ye, Ya, H2, Ke, V4" 


Ys to %4" by %" Increments 
Ye to 3%" by a" Increments 
Ys to Yo" by Ye" Increments 


er wer 

4X779 2 oz. 
2x470 Y% |b. 
4X780 1% lb. 
2X471 1% Ib. 


(*) Except 5-pc. drill set, Model 4X779, which is stubby length. 
INDIVIDUAL HIGH SPEED DRILLS—JOBBER LENGTH 


Drill 
Dia. 


1/16" 
3/32" 
1/8" 

5/32" 
3/16" 
7/32" 


Model 
No. 
4X538 
4x544 
4xX545 
4X546 
4X547 
4X781 


ES 
1 oz. 
1 oz. 
1 oz. 
1 oz. 
1 oz. 
1 oz. 


ee ee 
1/4" 4xX548~=—s loz. 
9/32" <4X782 .2:0z. 
5/16" 4X549 2oz. 
3/8" 4X550 = 2 oz. 
7/16" 4X551 3 oz. 
1/2" 4X552 ss 4oz. 


PERCUSSION MASONRY BITS 


High-quality, pure carbide tip 
holds its edge longer. Bit bod- 


Bit Shank Overall Model 
Dia. Dia. Length No. 
1/4" y," 4" 4x899 
5/16" 4" 4" 4x900 
3/8" yy" 4" ~~ 4x901 
7/16" 4" 6" 4x902 
Cet UUNUUUNANNNNUNNWNMNNNNN 5 


ees (WENENARANUARAURANE NE 


Radial-End Wheel 


ies are heat-treated alloy steel. 
Supplied in reusable fibre tubes. 


Bit Shank Overall Model 
Dia. Dia. Length No. 
1/2" 3" 6" 4xX903 
9/16" %" od 4x904 
5/8" Ya" 6"  4x905 
3/4" yn" 6" 4x906 


MASONRY DRILL SET 


Four fast-spiral, carbide-tipped drills 
—V%, %, ¥ and v2” dia., each 4” 
long with %” shank. Sizes clearly 
marked on vinyl pouch and drills. 
Shpg. wt. 5 oz. Model 4X012. 


DRILL PRESS BENCH STANDS 
For Dayton 1/4, 3/8, 1/2” Drills, 
Plus Many Other Makes 


Converts Dayton drills (up to #2”) and 
many other makes to a handy drill press. 
Stand for %-%” drills permits drilling 
to center of 9” circle; stand for ¥2”, to 
center of 12” circle. Spindle travels full 
2%”, coil spring returns drill to starting 
position. Graduated depth markings. 
Cast-aluminum base. 


Drill Stand Ht. Model Shpg. 
Size & Width No. Wee 
1/4, 3/8" 18x7" 2Z040 _ 8lbs. 

Lja* 21x8" 2Z041 15 lbs. 


ELECTRIC SCREWDRIVER ACCESSORIES 


SELF-DRILLING DRYWALL SCREWS 
For Fastening Wallboard to 2 x 4’s 
Or Metal Studs 20 Ga. & Lighter 


Specially designed Phillips wafer head 
helps prevent tearing of wallboard paper. 
Use with Model 2Z408 Drywall-Driver. 


Size and Model Screws Shpg. Wt. 
Length No. per Box per Box 
No. 6 x 1” 4X907 1000 3% Ibs. 
No. 6 x 144" 4x908 1000 4% lbs. 
No. 6 x 1%" 4x909 1000 5% lbs. 


SELF-TAPPING, DRILLING, FASTENING TEKS® 


For Fastening Wallboard To Metal Fixtures. 
For Metal Fabricating, 12 Ga. and Lighter 


Create their own hole to 
eliminate pre-tapping, form B 
a mating thread to provide 
a strong connection—all in 
One operation. Phillips wa- 
ferhead (fig. A) for fastening 
wallboard to metal studding; Phillips pan head (fig. B) for 
wood-to-metal or metal-to-metal fastening applications. For 
best results, use Driver with 1900 to 2500 RPM. 

Size and Phillips Model Screws Shpg. Wt. 
—_tength Head No. per Box___—per Box __ 
No. 6 x 1” Wafer 4x910 1000 3% Ibs. 
No.6x1%4" Wafer 4X911 1000 4% Ibs. 
No.6x 1%" Wafer 4x912 1000 5 Ibs. 
No. 6 x %" Pan 4x913 1000 2% Ibs. 
No. 8 x 4" Pan 4x914 1000 3% Ibs. 


GRIP-TITE SELF-DRILLING SCREWS 


Hardened points penetrate sheet 
metal surface without “walking.” Full- 
thread screws draw material up to 
serrated surface of washer for a se- 
cure setting. Bright chromate-zinc 
finish resists rust. 


WIRE WHEELS 


Fasten to chuck of any port- 
able power drill for remov- 
ing rust, scale, paint, carbon 
— or surface-finishing all 
types of metals. Wheels are 
accurately balanced, oper- 
ate up to 4500 RPM max. 


: Model Screws Shpg. Wt. 
Size Length No. per Box per Box 
No. 6 3/8" 4X668 1000 2 Ibs. 
No. 7 Wi" 4X669 1000 2% Ibs. 
No. 8 1/2" 4X670 1000 3% Ibs. 
No. 10 3/4" 4X671 500 2% \|bs. 


MODEL 4X686, 1/4” MAGNETIC SCREW HOLDER 


Py Fits Dayton and other 
Aka WW drivers with %” hex 
: chuck. Wt. 2 oz. 


MODEL 22258, 8-PC. KIT FOR WORKSHOP DRIVER 


Includes bits and finders for 6, 8 and 10 slotted screws; bits 


Supine! High-carbon steel wire used. 
WIRE CUP WHEELS 

F. Ti Arb Model Shpg. 
Dia Width Wire on Bare No. Wte 
134" 3%" Coarse y," 4X252 4 ozs. 
14%," 3%" Fine yn" 4X253 4 ozs. 
234" %" Coarse ye 2x495 6 ozs. 
23%" ¥%" Fine yy" 2X496 6 ozs. 

RADIAL-END WIRE WHEELS 

on 3%" Coarse ye 4X254 4 ozs. 
Sid ¥" Fine yy" 4X255 4 ozs. 
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for Nos. 1, 2 and 3 Phillip’s screws; %4” socket adapter; 
magnetic screw holder. %4” hex shank. Shpg. wt. 1% Ib. 


MODEL 22447, CONVERSION KIT FOR DRYWALL-DRIVER 


Converts Model 22408 Drywall-Driver for use with sheet 
metal, self-tapping screws. Kit includes 1” stop-depth nose- 
piece, plus %” hex-shank No. 2 Phillips and No. 8 slotted 
bits. Shpg. wt. 8 oz. 


ABRASIVE SHEETS, oisee and BELTS FOR POWER TOOLS 


7” SANDING DISCS, PKG. OF 5 


For use with any sander/polisher that 
has a 7” dia. back-up pad. 


Model Supe 


Grit Type No. 

36 Very Coarse 4X600  8ozs. 
- 80 Medium 4X601 8 ozs. 

120 Fine 4x602 = 8 ozs. 


3% x9” 


5” Discs 4’'W Belts 
35% x9” SHEETS, PKG. OF 10 


Use with Dayton orbital-action electric 
sanders, Models 2Z416 and 22417. Also 
other orbital or straight-line makes that 


7x %” FIBRE DISCS, PKG. OF 10 


For use with Dayton sander/grinders, 
Models 2Z419 & 2Z420, other 7” makes. 


use 35 x 9” sheets. - Grit Type eo swe 
Oe we. ae 36 VeryCoarse 4X871 1% lbs. 
aa GeV RG NOY 2 ES 50 Coarse 4X872 1% lbs. 
40 VeryCoarse 4X111 3 ozs. 80 Medium 4X873 =1% Ibs. 
50 Coarse 4X112 3ozs. 
80 Medium 4X113 3 ozs. ” 
120 Fine axils 2 oes, 4x 21%” BELTS, PKG. OF 5 


Use on Dayton electric belt sander, 


5” SANDING DISCS, PKG. OF 5 Model 2Z132, and similar makes. 


Use with any 5” dia. sanding attachment Grit Tipe eee Sh ps. 
pede 3 oo drills. Has %” universal 30 Very Coarse 4X116 1 Ib. 
Pa a Same | a 40 Coarse 4X117 1 Ib. 
Grit Type we 60 Medium 4X118 1 Ib. 
36 Very Coarse wile 3 ozs. 100_ Fine 4xX119__ 1 Ib. 
eae a ae 4x 21%” BELTS, PKG. OF 10 
30 gs a oyiey 3 sos Model 4X120. Includes 2 ea. No. 30 & 40 


grit; 3 ea. No. 60 & 100 grit. Wt. 2 Ibs. 


1/2” SQ. DRIVE IMPACT WRENCH ACCESSORIES 
MODEL 2x959, 1/2” CHUCK MODEL 4X002, SOCKET SET 
Fits all %2” sq. dr. impact Six hardened 


tools. Accepts Ye-¥%” drills, SSIES bite Aas a) 


W wood bits, etc. Easy to at- sie ae ae, all 
tach, remove. Wt. 1% Ibs. ” sq. drive impact him Wt. 1% Ibs. 


MODEL 22397, STEEL CARRYING CASE. Compact, sturdy case holds electric impact 
wrench, 6-pc. socket wrench set, ¥2” drill chuck, etc. Shpg. wt. 6% Ibs. 


3” SABRE SAW BLADE SET FOR WOOD OR METAL 
Fits All Dayton Jig/Sabre Saws & Most Other Makes With %4” Shank 


Made from high speed steel metal-cutting blades, milled 
and designed with a 3° offset teeth. Blade length 3”, shank 
to clear chips quickly. Wood- %”. Packaged 4 blades to a 
cutting blades have filed teeth; set on tear-away skin card. 


Recommended Teeth Model Shpg. Recommended Teeth Model a 
per In. No. Wt. Use per In. No. te 

Coarse Wood 7 4x013.  4ozs. Fine Wood 12 4x015 4ozs. 

Med. Wood 10 4x014 4 ozs. Metal 24 4x016 4 ozs. 


BLADES FOR RECIPROCATING-TYPE SAWS 
For Dayton Reciprocating Saw and Most Other Makes 


Metal-cutting blades are made of highspeed versal shank. Packaged three identical 
steel; all others are high carbon steel. Uni- blades to a set on skin card. Avg. wt. 3 oz. 


Model Type Teeth 
Illustration Recommended Use No. aw Perin. Length 
METAL CUTTING BLADES—HIGH-SPEED, HACK SAW STEEL 
~~ Ferrous metals less than 4%" 4X073 Straight 24 4" 
; 4X074 Scroll 24 3% 
Straight Ferrous metals 46” to 14” 4X075—=s Straight 18 4 
4X076 Scroll 18 3% 
Scroll Ferrous or non-ferrous metals to 12" 4X077 Straight 14 4 
4X078 __ Straight 14 6 
WOOD CUTTING FLEAM-FILED BLADES—HIGH CARBON STEEL 
Cuts hardwood, plastic, composition 4X079 Straight 8 6 
board, etc. 4x080 Scroll 6 4 
MULTI-PURPOSE BLADE—HIGH CARBON, HIGH CHROME STEEL 
a... For fast cutting in wood and most non- 4X081 Straight 10 6 
ferrous metals 


PLASTER CUTTING BLADE—HIGH CARBON, ALLOY STEEL 
ES. Cuts plaster on metal lath, building tile, 4X082 
: plasterboard, etc. 


Straight 6 6 


CIRCULAR SAW BLADES 


Universal Arbor Fits All Power Saws 


Made from heat treated Chrome-Nickel- 
Molybdenum alloy steel for longer cut- 
ting life than conventional blades. Ac- 
curately ground for flatness with teeth 
precisely set for clean, easy cutting. 
Universal arbor fits all standard circular 
saws. Individually skin-packed. 


@® COMBINATION TYPE “C” BLADES 


For smooth-finish cutting with or across 
the grain. Chisel tooth “C” style blades 
are most popular type for power saws. 


For Saws Using Model a a 
This Diam. Blade No. t. 
5% & 6%" 4x023 VY) Ib. 
6y," 2X798 % Ib. 
7&7" 4x024 % |b. 


COMBINATION TYPE “S” BLADES 


For smooth-finish cutting with or across 
the grain. Style “S’” has groups of 4 
teeth followed by a Raker Tooth which 
eliminates saw dust build-up. 


For Saws Usin Model Shpg. 
This Diam, Blade No. Wt. 
8&8Yy" 2X577 | 1 Ib. 


PLYWOOD and PLASTIC BLADES 


Fine teeth give extra-smooth finish when 
cutting Plywood, Plastics, etc. 


For Saws Usin Model Shpg. 
This Diam. Blade No. We 
5% & 634" 4X539 Y |b. 
6Y," 4X540 % |b. 
7&7%" 4X541 % Ib. 
8&8y" 4X542 1 Ib. 


CROSSCUT BLADES (Not Illustrated) 
For cutting across wood grain, only. 


For Saws Usin Model Shpg. 
This Diam. Blade No. Wt. 

6y2" 4X537 % |b. 

7 &7%" 2X584 %, |b. 


MASONRY CUT-OFF WHEELS 
Meets Safety Standards. Universal Arbor 


Silicon-carbide 
wheels for cutting 
in concrete, brick, 
ceramic, cement 
block, tile, stone, 
plastics and most 
non-ferrous met- 
als. These heavy- 
duty, shatterproof wheels have fiberglass 
reinforcement on both sides and comply 
with American Standard Assoc. Safety 
Code No. B7-1. Universal arbor fits all 
standard power saws. Indiv. packaged. 


For Saws Usin Model Shpg. 
This Diam. Blade No. Wt. 
6 & 6" 4X631 6 ozs. 
7&7%" 4X628 8 ozs. 
8&8" 4X629 10 ozs. 


MODEL 1Z683, CIRCULAR SAW CASE 


Durable steel case accommodates ll 
Dayton circular saws and most other 
makes. Has internal shelf with slot for 
blade guard. Blue finish. 12/72 W x 12% 
H x 10%” D. Shpg. wt. 11 Ibs. 
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